MINM Eatal 2004 - 04

Slip or Eallfol Personi (Indiana)
Eelbruan 26, 2004

Crushed Stone Operation
Maintenance: Person

4y years old

SIX Vears experience




Overview

Maintenance: cliew Was, drepping scrap
parts through' an open: deor: firem fourth
fleor off mill-bullding.

Barder railing Was remevead: seran
everhead hoist could e Used to remove: a

large pIece: of pipe.
Victiny lest: s balance: near edge: of
epPenIng and-fell 567 tor the ground.




Opening the victim fell through.

Distance from 4t floor
level to ground was 56 ft.
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Why Did Accident Occur?

Access doer opened se smalll scrap parts
could e tharewn eut.

Barrer railing Was renmoeved sereverhead
ISt could 1ve uUsed to remove: large piece
Ol PIpE.

Noifall’ protection: Used Wherne there was: a
danger of persons falling.




FALL PROTECTION
REQUIRED WHEN
RAILING IS REMOVED

1

4 Sign located in work area.
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This guard removed from door opening
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Causal Factors

Victiny had not taken safety, harmess and
lanyareiwWitharRimete; the Wolk Site.

Barder railing remoeyved:

Procedures in place reguiring faill
PrOLECHIEN! 10 e Wern When barrer railing
Was: removed Were not followed.




Best Practices

Wear fall pretection Where there Is a danger off falling.

Cenduct a rsk analysis hefere starting| a task te Identify
fazards and Implement measures e ensure PErsons are
proeperly’ protected.

Train all persenneliter help them recegnize: potential
nazards and understand procedures to safely: perfierm
tiasks.

Moenitor Work tasks: to) reinfernce: safe precedures anad
ebtain feedback firom empleyees on the use: of fall
protection systems te ensure their commitment.




